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SM40/60

The electro-hydraulic four-post lifts of the SM series are available in numerous versions and can be tailored 
perfectly to fit the application environment.  The LT models with optional wheel-alignment kit are available 
for precise axle measuring work. 

Adjustable ratchet laths in the lift-
ing columns provide for absolutely 
horizontal alignment of the lift – this 
is important for precise work when 
using the lift as axle measuring lift.

The modular construction facilitates 
almost unlimited possibilities of 
expanding and upgrading the lift, 
e.g. with the measuring kit for the 
axle measuring lift.

The maintenance-free lifting cyl-
inder is mounted below the drive 
surface and thus protected against 
external forces. 

The figure shows SM40.

Details

The cold-formed drive 
surface profile with 
integrated slide rails 
increases the rigidity 
– not only when using 
jacking beams.

All Rotary four-post 
lifts are equipped with 
a pneumatically lock-
able drop-off facility. 
This guarantees exact 
axle measuring and a 
high degree of safety 
at the workplace.

All models feature a 
movable right platform 
- for even more flexibi-
lity in the work bay.

The functions lifting, 
lowering and lowering 
to the drop-off facil-
ity can be controlled 
conveniently via the 
operating controls.
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Jacking beam, capacity 2600 kgWheel-alignment kit 

Options accessories 

Model: SM40-47 SM40-51 SM60-51 SM60-55

Capacity 4000 kg 4000 kg 6000 kg 6000 kg

A. Stroke 1943 mm 1943 mm 1890 mm 1890 mm

C. Overall length with drive on ramps 5788 mm 6188 mm 5396 mm 6796 mm 

D. Overall width 3320 mm 3320 mm 3403 mm 3403 mm

E. Ascending height 175 mm 175 mm 190 mm 190 mm

G. Platform length 4700 mm 5100 mm 5100 mm 5500 mm

I. Platform width 560 mm 560 mm 560 mm 560 mm

K. Platform spacing 800/950/1100 mm 800/950/1100 mm 800/950/1100 mm 800/950/1100 mm

Motor performance 3 kW 3 kW 3 kW 3 kW

Electrical connection
(3 phases) 400 V, 50 Hz 400 V, 50 Hz 400 V, 50 Hz 400 V, 50 Hz

Compressed air connection 6-8 bar 6-8 bar 6-8 bar 6-8 bar

Lifting time 45 sec. 45 sec. 45 sec. 45 sec.
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Rotatable
One of the first lifts of Rotary Lift

Look Local – Act Global

Rotary Lift’s story of success started in 1924. 
Inspired by a barber chair rising in the air, com-
pany founder Peter Lunati developed the world’s 
first vehicle lift. The lift could rotate. This design 
made it possible for vehicles to drive on and off 
the lift in forward gear. An important argument 
considering the frequent problem of reversing at 
that time. The patent for the lift was granted on 
September 1, 1925 and Rotary Lift – the company 
– was born.

Over 75 years later, Rotary Lift has grown to 
become the world leader in vehicle lift productiv-
ity. Apart from the headquarters in Madison, 
Indiana (USA) and the European Control Center in 
Bräunlingen, Germany, numerous global subsid-
iaries attend to the desires and requirements of 
our customers. 

With this unique network, Rotary Lift has 
the opportunity of analyzing and recognizing 
market trends at an early stage and of applying 
that knowledge to generate global standards. 
Worldwide product releases of numerous vehicle 
manufacturers emphasize this approach.

We act with focus on our customers and their requirements. Local subsidiaries worldwide permit us to 
do so, and at the same time, offer a high degree of product flexibility.


